Restricted U.S. Facilities Approved for Category III Operations.   (Requires prior AFS-400 approval)
These U.S. ILS facilities are APPROVED ONLY for the following aircraft to conduct CAT III operations.  The characteristics of the pre-threshold terrain at these facilities may cause abnormal performance in certain automatic flight control systems.  Additional analysis or flight demonstrations are required for each aircraft type prior to approval of CAT III minima.  Publication of a 14 CFR PART 97 standard instrument approach procedure or additional air carriers and their aircraft may be approved by AFS-400 as provided in AC 120-28, appendix 8, current edition.

	Airport
	Ident
	Rwy
	CAT III Minima
	Approved Aircraft

	Covington, KY

(Cincinnati)
	CVG
	36L
	600
	B-737-200 ADV (SP177) 300 and later models
, B-757, B-767, B-777, 

L-1011, MD-11, *MD-80



	Denver, CO
	DEN
	34R


	600

300
	B-737-300 and later models
, *MD-80

A-319, A-320, A-321, B-747-400, B-757, B-767, B-777



	Pittsburgh, PA
	PIT
	10L

10R
	600

300**

600

300**


	B-727-200, B-737-200 ADV (SP177) 300 and later models
, FK-100, *MD-80

A-300, A-310, A-319, A320, A-321, A-330, B-757, B-767

B-727, B-737-300/400, B-757, B-767, FK-100, *MD-80
A-300, A-310, A-319, A-320, A-321, A-330



	Seattle, WA
	SEA
	16R
	600

400

300
	B-727, B-737-200ADV (SP177) and models 300 thru 900, *MD-80

HGS Equipped – B-727, B-737-300 and later models 
use Flight Dynamics Model 2350/4000 & BAE [Marconi] model 2020, DHC-8

A-300-600, A-310

A-319, A-320, A-321, A-330
, B-747-400, B-757, B-767, B-777, 

L-1011, MD-10
, MD-11














Updated 11/8/04
* MD-80:  Requires 971 or later Digital Flight Guidance Computers

** PIT:  Restricted to 600 RVR until SMGCS operations are approved
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